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PRIOR TO PLACING BUFFER SAND THERE
SHALL BE NO EXPOSED WASTE.
CONTRACTOR TO INSTALL 12" MIN. COVER
OVER AREAS OF WASTE WHICH ARE
DISTURBED DURING CONSTRUCTION.
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NON—WOVEN FILTER FABRIC
(10 0Z.) SURROUNDING
NHDOT TYPE "D” STONE

TRI-LOCK ARTICULATED EROSION CONTROL
SYSTEM OR EQUAL; 6” BLOCKS — VOIDS
TO BE FILLED WITH TOPSOIL & SEEDED

6" NHDOT TYPE "D” STONE

EROSION CONTROL BLANKET
(CURLEX 1l (HV) OR EQUAL)
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6” UNDERDRAIN (SEE NOTE 1)

NOTE:
1. SOCK PIPE UNDERDRAIN NOT TO BE

PERFORATED WITHIN 20 FEET OF OUTLET

2. THE 6" PERFORATED UNDERDRAIN
PIPING SHALL BE ADS "DRAIN GUARD” OR

6" SCREENED TILL
6" GAS TRANSMISSION LAYER

40 MIL TEXTURED GEOMEMBRANE LINER
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PRIOR TO PLACING BUFFER SAND THERE
SHALL BE NO EXPOSED WASTE.
CONTRACTOR TO INSTALL 12" MIN. COVER
OVER AREAS OF WASTE WHICH ARE
DISTURBED DURING CONSTRUCTION.

Seepage Bench Outlet

EQUAL.

3. THE CONTRACTOR SHALL USE CARE
WHEN INSTALLING UNDERDRAIN PIPING AND
SHALL NOT DAMAGE THE FILTER FABRIC
WRAP. ANY PIPING WHICH HAS DAMAGED
PROTECTIVE WRAP SHALL BE REPLACED
BY THE CONTRACTOR.
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TRI-LOCK ARTICULATED EROSION CONTROL
SYSTEM OR EQUAL; 6" BLOCKS — VOIDS
TO BE FILLED WITH TOPSOIL & SEEDED
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Typical Downchute Section
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Typical Capping System Section
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Typical Roadway Berm Cross Section
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